**LED STREET LIGHT**

**INSTALLATION GUIDE**

---

**INSTALLATION & CONNECTION INSTRUCTIONS**

**STEP 1:** Open the package and check the product. In case of any damage, contact us.

**STEP 2:** Fasten the fitter onto street light with screws provided and adjust the fitter in the desired tilt angle.

**STEP 3:** Open the clips and insert the pole and external power cord into the luminaire. Tighten the M16 connector.

**STEP 4:** Connect the cable to Knife switch or terminal block. Be sure to connect the cable correctly. Brown-Live, Blue- Neutral, Yellow/Green-Ground. Fix the luminaire and pole by allen wrench.

**STEP 5:** Close the cover and clips. Switch the voltage on and check to see that the street light works properly.

Recommended torque: 17Nm ± 1Nm

---

**Version** | **Nominal Wattage W** | **Fixture Dimension mm** | **Fixture Weight kg** | **Packing Type units /ctn** | **EPA m2**
---|---|---|---|---|---
Small | 20 / 40 / 60 / 80 | 610 x190 x143 | 4.6(±0.1) | 1 | 0.139
Medium | 80 /100 /120 /150 | 660 x240 x143 | 5.7(±0.1) | 1 | 0.190
Large | 150 / 180 / 200 / 240 | 762 x290 x143 | 8.0(±0.1) | 1 | 0.265

**CAUTION**

- Installation and maintenance must be performed by professionals only.
- Please ensure the pole is strong enough and the screws are tightened.
- The ground wire must be securely connected.
- Please make sure the lamp is working with correct input voltage.

- Cut off the power before maintenance.
- Do not use chemicals or corrosive cleaner to clean the fixture.
- If the external flexible cable or cord of this luminaire is damaged, it shall be exclusively replaced by qualified person in order to avoid a hazard.

---

Actual product characteristics may vary. We reserves the right to improve, modify or update the product designs without prior notice.

Version 1.0 | 16th.Nov.2020